Nederman
DUAL-Lydboks til FM ventilatorer

DUAL-lydboks for inddakning af FM ventilatormotor og toppen af ventilatorhuset.

DUAL-lydboksen omslutter ventilatormotoren og toppen af
ventilatorhuset. Den kan tilpasses til alle FM enheder og kan
avendes i stedet for en konventionel lydboks. Yderligere har DUAL-
lydboksen den fordel at den reducerer stgj omkring ventilatoren.
DUAL-lydboksen kan leveres i tre starrelser, der passer til FM600
ventilator serien, FM800 ventilator serien og FM1000 ventilator.

Beskrivelse

DUAL-lydboksen er lavet af 2 mm galvaniseret stal. Gitteret kan
monteres med vejrskaerm eller udleb med flange. Disse enheder er
udskiftelige og kan klikkes pa plads pa lydboksen.

Produkt navn DUAL-Lydboks til FM ventilatorer

Further technical data Typical noise level at Im from
unit, 1 m above floor level with
air grille.

FM600: 74 dB(A)
FM800: 75 dB(A)
FM1000: 77 dB(A)
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Billede Beskrivelse Model

DUAL silencer for FM600 series fan with air grille 5501813
ﬁiﬁ‘g@ DUAL silencer for FM6800 series fan with air grille 5501830
|
% DUAL silencer for FM1000 series fan with air grille 5501854
<
/ CDCK)J\l/\';silencerchr FMB00 series fan with air grille and rain 5501814
B {
/ EglAelFsilencerforFMSBOO series fan with air grille and rain 5501832
i b
/‘, Eg//AeIFsilencerfor FM1000 series fan with air grille and rain 5501855
7 ) DUAL silencer for FM600 series fan with flanged outlet for
‘l Ol duct connection 5501815
Z DUAL silencer for FM6800 series fan with flanged outlet for
‘l i a duct connection 5501833
7 : DUAL silencer for FM1000 series fan with flanged outlet for
\l 1 & g duct connection 5501856
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The curves indicate typical pressure drop across the silencers at different airflow volumes
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Dimensions (mm) of flanges of DUAL silencers with flange
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FM600 series fans 56 | 550 | 250 | 245 | 650 | 855 | 956 | 795 | 900 | 650
FMB800 series fans 56 | 650 | 400 | 465 | 950 |[1175| 1256|1115 1200 | 800
FM1000 fan 55 | 730 | 530 | 415 | 950 | 1175 1505 1155|1450 1250

DUAL-Silencer dimensions (mm) with flanged outlet (for external duct connection)
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FM600 series fans 245 550 250 245 855 | 1145 | 795 900 650
FMB800 series fans 380 650 400 465 | 1175 | 1580 | 1115 | 1200 | 800
FM1000 fan 360 | 730 | 530 | 415 | 1175 | 1810 | 1155 | 1450 | 1250

DUAL-Silencer dimensions (mm) with air grille and rain cover (for outdoor use)

This content is protected under copyright law, furnished for informational use only, and subject to change without notice. © Nederman Holding AB
www.nederman.com 4 29-04-2023



