Nederman
Ejectorzuiger 139A

Uitstekende ejectorzuiger voor zwaar werk voor het transport van materiaal over lange
afstanden.

De door lucht aangedreven 139A nat afzuiger is een industriéle
stofzuiger voor zwaar werk, uitstekend geschikt voor het opzuigen
van vloeistoffen. Deze krachtige nat stofzuiger kan materiaal over
lange verticale en horizontale afstanden vervoeren. De stofzuiger is
geschikt voor diverse activiteiten met betrekking tot reinigen en
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oppikken van vloeistof in de zware industrie.

» Geen bewegende delen
* Lange levensduur

« Uitstekend geschikt voor de zware industrie

Product naam
Applicatie

Filtertype

Aantal filterelementen
Filtermateriaal
Slangtype
Persluchtsbehoefte
Max. luchtstroom (m3/h)
Geluidsniveau (dB(A))
Max. vacuiim

Hose length (m)

Hose diameter (mm)

Toelichting van technische
gegevens

1

Ejectorzuiger 139A
Vloeistof, Granulaten, Grit
Cartridge filter

1

Polyester (washable)
PVC

3,0 Nm3/min

342

75,5

-52
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51

with gleaninigj set, gulper head,
scraping tooland conical nozzle
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Granulaten  Grit Vloeistof
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Ejectorzuiger 139A

Naam voor Datasheet

Ejectorzuiger 139A - NE52, S51
*With cleaning set, gulper head, scraping tool and conical nozzle

Slang type

PvC

Specificaties

Maximale vacutim 84
kPA. Buigradius 60 mm
(binnenzijde). Versterkt
met ingewerkte stalen

spiraal.

Temperatuurbereik,

-20deg. C,Cto + 70 Deg.

oC Slangkoppelingen einde Slang

werkslang

Nederman

Model
42113900*

koppelingen einde Slangaansluitil?% opde Slangaansluitinlg op de
S| s

koppelslang

haspel, werkslang haspel, koppelslang
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Nederman
Ejectorzuiger 139A

Air powered ejectors pressure / flow diagram
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Air Powered ejectors

All performance data are based on 7 bar supply pressure

This content is protected under copyright law, furnished for informational use only, and subject to change without notice. © Nederman Holding AB
www.nederman.com 3 02-12-2023



