NCF DX

Nederman

ATEX-goedgekeurde NCF DX-ventilatoren Nederman NCF DX zijn
krachtige centrale ventilatoren met een robuuste constructie van
gelast staal. De NCF DX is goedgekeurd voor brandbare stof in zone
22 in overeenstemming met ATEX-richtlijnen 2014/34/EC groep 2,
categorie 3.

Product naam NCF DX
Omgevingstemperatuur -30to +40°C(-22Fto 104 F)
Operating Temperature Max 40 °C

Voltage (V) 400

Frequentie (Hz) 50

Aantal fase 3

Amperage (A) 10,3

Noise level (dB(A)) 75 db(A) bij 4000 m3/h
Gewicht (kg) 110

Vermogen (kW) 55

CE®

This content is protected under copyright law, furnished for informational use only, and subject to change without notice. © Nederman Holding AB

www.nederman.com

1

15-09-2023



Nederman
NCF DX

[image] Naam voor Datasheet [model]

% Fan NCF DX 40/25 14530128

This content is protected under copyright law, furnished for informational use only, and subject to change without notice. © Nederman Holding AB
www.nederman.com 2 15-09-2023



Nederman
NCF DX

6000
— B
5000 e —
[NCF DX 505 |
4000
NCF DX 4025 |
I
3000
2000
NCF DX |w25]
| 000
|
Qti DX120015 |
0
0 2000 4000 6000 8000 10000 12000 14000 16000 13000

X (min),

Y = Pressure drop
X = Air flow
A =Total pressure

B = Static pressure
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