Nederman

MFS, modulair filtersysteem

Ideaal voor gebruik bij een bronafzuigsysteem

Het Modulaire FilterSysteem (MFS) is een eenvoudige oplossing voor
het reinigen van deeltjes, rook, stof, gassen en geuren uit de lucht.
Door de modulaire constructie is het systeem geschikt voor zowel
kleine werkplaatsen als grotere productiehallen. Door uit te breiden
met ventilatoren, afzuigarmen en bedieningskasten van Nederman,
kunt u voor elke werkplaats een oplossing samenstellen.

Veel gebruikte toepassingen zijn TIG- en puntlassen,
laboratoruimafzuiging, voedingsingrediénten en geuren en
chemische verwerking.

« Simpele en snelle installatie - weinig onderdelen

* Eenvoudig uit te breiden

* Kan uitgevoerd worden met ventilator, afzuigarm en
schakelkast

» Economisch en efficiént

Product naam MFS, modulair filtersysteem
Filter efficiéntie (%) 99,995
Installatie Binnen
Geschikt voor explosief stof False
Applicatie Dampen, Stof
Luchtstroom (m3/per uur) 500 - 1000
Filteroppervlakte (m?) Standard =18
HEPA =13
Compact=5

Dampen  Stof
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[accessory] [partno]
g '] Replacement filter for MFS Basic filter 12600711
Filter, particle for MFS 70333000
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Installation example

Modular filter system
Pressure drop curves

Pressure drop [Pa] MFS H14 (Micro fibre glass)
Pressure drop [Pa] MFS H14 Compact (Micro fibre glass)
Pressure drop [Pa] MFS Basicparticle (Cellulose paper, Category M)

Pressure drop [Pa] MFS Gas-filter (Activated Carbon)
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Airflow, m3/h

r maximum airflow. Please see filter manual
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770 mm (303")
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