
In-Ground autogasudsugning

I “In-Ground”-systemet trækkes slangen op gennem gulvet når den
anvendes og føres tilbage ned under gulvet når arbejdet er udført.

Bemærk: Et ”in-ground”-system skal tilpasses i størrelsen til ekstra
ventilatorkapacitet, da slangen og det gulvindbyggede rør ikke er
helt tætsluttende. Yderligere oplysninger kan findes diagrammet
over trykfald og den tekniske beskrivelse på de følgende sider. Der
skal planlægges et kondensationskammer, så kondenseret væske og
eventuelt vand kan fjernes fra gulvet.
 Med "on- floor" systemet åbnes en luge i gulvet og slangesættet
kobles til udsugningsudledningen, når det er i brug. Når arbejdet er
udført lægges slangen tilbage på opbevaringsstedet, og lugen i
gulvet lukkes igen.

• Ude af syne når den ikke er i brug
• Op til Ø100 (4”) slange – for personbiler /LCV
• Fuldt udbud af slanger og mundstykker til "on-floor" systemer

Produkt navn In-Ground autogasudsugning
Afklaring af tekniske data Hose kits for ”Under-floor”

system
includes safety belt and safety
hook.
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Billede Beskrivelse Hose connection Diameter (mm) Model

Under Floor Kit of; exhaust hose, ø75mm
2,5m, rub 75 20346678*

Under Floor Kit of; exhaust hose ø100mm
2,5m, rub 100 20346679*

On/Under Floor outlet 240x240mm, ø150-
155 op 20346649

On Floor outlet 300x300mm, ø200 openin 20346650

Under Floor Connection bend ø150mm, 45° 20346652

On floor Connection pipe ø150mm, vertical 20346653

On floor Connection pipe ø200mm, vertical 20346655

On floor Protection grid ø125-150 20346666

On floor Protection grid ø200 20346667

On floor Outlet tube ø150, for hose ø100mm 20346668

On floor Outlet tube ø150, for hose ø125mm 20346669

On floor Outlet tube ø150, for hose ø150mm 20346670

On floor Outlet tube ø200, for hose ø125mm 20346672

On floor Outlet tube ø200, for hose ø150mm 20346673

On floor Outlet tube ø200, for hose ø200mm 20346674
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*Hose kits for ”Under-floor” system
includes safety belt and safety hook.
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Billede Beskrivelse Hose connection Diameter (mm) Model

Pit cover, 800x800mm 20346676
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Top diagram
Pressure drop in 2,5m/8,2" hose and elbow - Onfloor systems

A: 4" / 100mm
B: 5" / 125mm
C: 6" / 150mm
D: 8" / 200mm

Bottom diagram
Pressure drop in 3m 150mm Under-floor pipe + 2,5m hose kit - Under floor systems
E: 75mm / 3"
F: 100mm / 4"
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