Nederman
MCP SmartFilter

Vicelucelovy filtr s vyménnymi filtraCnimi kazetami pro vnitfnii venkovniinstalace. Lze jej
pouZit v mnoha riznych primyslovych odvétvich, jako je kovovyroba, potravinaisky a
farmaceuticky priimysl, chemicky primysl, minerdly a téZba, recyklace, kompozitni
prmysl, primysl dfeva a dal3i
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Nederman

MCP SmartFilter je vicelcelovy filtracni systém. Je pFizplsobitelny
tak, aby dokonale vyhovoval specifickym poZadavkdm zékaznika s
pritokem vzduchu az 28 000 m3/ h. Vhodny pro kout, dymy a prach
alze je pouZit v nékolika riznych aplikacich, jako je svarovani, fezani

kov( a nebo b&Zny prach.

Moduldrni konstrukce umoZiiuje samostatna feSeniifeSeni s vice
filtry pro rozsirené poZadavky. S novym a inovativnim designem
kazety (tvar zaoblobléného Ctverce ) vyuZiva nejoptimalngjsim
zplsobem ¢tvercovy prostor ve filtra¢ni komore a vytvari optimalni
proudéni vzduchu v kazeté. Tim se dosahne mensiho zastavéného

pldorysu filtru-systému.

Konstrukce z pozinkovanych ocelovych panel o tloustce 2 mm
umozfiuje snadnou instalaci, ndkladové efektivni dopravu a
poskytuje ochranu proti korozi. Konstrukce je optimalizovdna pro
dlouhou Zivotnost filtru a poskytuje nizké ndklady na provoz.

"Insight

ridici systém s pokrotilou logikou ¢isténi pulst zajistuje

plnou funk&nost systému veetné fizeni, monitorovani a pfenosem

dat pro cloudovou komunikaci.

MCP SmartFilter ma velkou nabidku pfislusenstvi v¢etné; ventildtord,
privodd, sbérného kose apod. Filtratni kazety jsou dostupné v Siroké

Skale material.

« Ziskejte kontrolu nad vykonem filtrace pomoci Insight Analytics.
Unikatni monitorovaci technologie spole¢nosti Nederman
« Optimalizovany pldorys diky inovativni konstrukci kazety s

vysokym pritokem vzduchu

* SniZenf TCO diky inteligentnimu systému ¢iSténi, dlouhé
Zivotnosti filtracni vioZzky a optimalizovanému pdorysu
« Ridici systém "Insight System " je systém budoucnosti a

pripraven proloT

« Ridici jednotka, rozhrani HMI a brana vie v jedné jednotce s

ovladacim panelem Insight.

Nazev produktu
Spotreba stlateného vzduchu

Instalace

Materidl

Vhodné pro vybuSny prach
Metoda cisténi filtru
PouZiti

Pracovni tlak (kPa)

Objem sbérné nadoby (l)
Filtracni plocha (m?)

Kapacita (max. pritok m3/h)
Pracovni teplota

Typ filtru

Material filtru

2

MCP SmartFilter

60 litrt na ¢istici impuls pri
stlaceném vzduchu 6,0 bar
Vnitrni, Vnéjsi
Pozinkovana ocel

False

Proplachova tryska

Dymy, Prach

Podtlak max. 6 kPa
Pretlak max. O Pa.
(1,5 kPa pro reSeni bez vysypky )

50 nebo 100 | sbérnd nadoba

Polyester: 30 a2 192 m2
SC178:67 az 422 m2
SC179:32az7208 m2

4500 az 28000
-20to +70 Deq. C.
Vlozka

Zavisi na pouziti
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Barva

Dymy Prach
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Nederman
MCP SmartFilter

[image] Jméno datasheetu Pocet filtragnich elementd [model]

MCP-2-8S SmartFilter 8 MCP-2-85*
MCP-4-16S SmartFilter 16 MCP-4-16S
MCP-6-24S SmartFilter 24 MCP-6-24S
MCP-8-32S SmartFilter 32 MCP-8-32S

MCP-2-8SL SmartFilter 8 MCP-2-8SL

MCP-6-24SL SmartFilter 24 MCP-6-24SL

MCP-8-32SL SmartFilter 32 MCP-8-32SL

m MCP-4-16SL SmartFilter 16 MCP-4-16SL

*Configured product
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Cartridge material

¢ SC100 - Spunbond polyester

¢ SC140 — Spunbond polyester with antistatic treatment

¢ SC141 — Spunbond polyester with antistatic treatment and PTFE coating

¢ SC150 - Spunbond polyester with ePTFE membrane

¢ SC151 - Spunbond polyester with antistatic treatment and ePTFE membrane
s SC178/SC179 — 80% cellulose, 20% polyester material with nanofiber

¢ SC190 — Spunbond polyester with PTFE coating

A — Height of Clean Air Chamber (mm)

200 350 500 650

Shown in Add 150 mm Add 300 mm Add 450 mm

drawings in height in height in height
Filter area

Fittr type Cariages o1 ser ser il  soms aaaiatin il
M“é‘g;%é‘ix 8 48,0 105,6 520 7000
s 16 96,0 2112 104,0 14000
e 24 1440 3168 156,0 21000
SR 32 1920 4224 2080 28000
etedsl 8 304 67,2 28 4500
VEBR 16 608 1344 856 9000
M"ggigfgﬁéx 24 912 20186 984 13500
AR 3 1216 2688 1312 18000

*Max. air flow is dependent on the dust type, etc.
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MCP SmartFilter

Accessories

Deseription

Top mounted FM-fans 50
Hz or 60 Hz up to 14000
mh

Gombifab remote fans 50
Hz or 60 Hz

Noise enclosure to reduce
fan and motor break-out-
naise of FM-fans

Dual silencer fo reduce air
flow, fan noise and motor
break-out-noise of FM-fans
(available with grid (Indoor use),
grid and rain cover (outdoor use)
of flange for duct connection)

Regulation (iris) damper at
fan inlet for FM-fans

Dust bins (50 1, 50 1 with
wheels and 100 | with
wheels)

Plastic bag in the dust bin
with pressure compensation
set 'bin balancing

Rotary valves NRS3 and
NRSZ3

Dust discharge valve
NFUS3

Description

Leg height extensions from
0 mm to 2000 mm to fit
larger bins/containers,
rotary valves and big bags

Leg width extension 300
mm to left, right or both
sides to fit larger
bins/containers, rotary
valves and big bags

Suspension below rotary
valve for big bag

Isolation box for pressure
tank incl. cleaning valves

Access platform with ladder
for maintenance

Lime feeder NFKG-70

Several sensors available
for extraction, filtration and
discharge process

Water separator and
pressure regulator

QF -duct system

Nederman
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MCP-2-8S / MCP-2-85-Ex
MCP-2-8SL / MCP-2-8SL-Ex
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Alldimensions in mm.
If 50 liter bin with wheels 90 mm must be added to the height.
*to be included only if a top mounted FM fan is used (transition for fan).
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MCP SmartFilter

MCP-4-165 / MCP-4-16S5-Ex

Nederman

Min. 900

MCP-4-165L / MCP-4-16SL-Ex
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All dimensions in mm.
If 50 liter bin with wheels 90 mm must be added to the height.
*to be included only if a top mounted FM fan is used (transition for fan).
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MCP-6-24S / MCP-6-245-Ex
MCP-6-24SL / MCP-6-24SL-Ex
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Alldimensions in mm.
If 50 liter bin with wheels 90 mm must be added to the height.
*to be included only if a top mounted FM fan is used (transition for fan).
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MCP-8-325 / MCP-8-325-Ex
MCP-8-32S5L / MCP-8-32SL-Ex
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Alldimensions in mm.

If 50 liter bin with wheels 90 mm must be added to the height.
*to be included only if a top mounted FM fan is used (transition for fan).
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