NOM 4

Nederman

Filtro para névoas de 6leo para maquinas CNCindividuais

Nederm
ANOM

ONOM 4 é um filtro de névoa de 6leo de design compacto e
adequado para maquinas CNC de gabinete fechado. A unidade é facil
de instalar e permite a maxima flexibilidade, pois normalmente é
instalada na parte superior da maquina. O NOM 4 é adequado para

névoa de emulsdo.

* Baixo custo de manutencdo

* Filtro de névoas com auto drenagem

* Facil de instalar
* Alta eficiéncia de filtragem

» Concebido para se adaptar a espacos limitados

None do Produto

Nivel de ruido (dB(A))
Classe de protecdo
Eficiéncia de filtragem (%)
Requisitos de ar comprimido
Consumo de ar comprimido
Instalacdo

Material

AAdequado para poeiras
combustiveis

Material reciclavel (%)
AreaFiltrante (m?)

Capacidade (max. caudal m3/h)
Operating Temperature
Frequéncia (Hz)

Tipo de filtro

Numero de elementos filtrantes
Poténcia /kW)

Nota

NOM 4
66,1
IP55
97,5
Ndo
Ndo
Interior

Caixa fabricada em chapa de aco,
com pintura resistente a 6leo.

False

69

3

400

5-60deg

60

Filtro de cassete
1

0,37

Inludes HEPA filter with 5,5 m2
filterarea and with 99,97%

efficiency.
Ce
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NOM 4

Descricdo
NOM 4
NOM 4, HEPA
NOM 4
NOM 4, HEPA
NOM 4
NOM 4. HEPA
NOM 4
NOM 4. HEPA

*Inludes HEPA filter with 5,5 mZ filterarea and with 99,97% efficiency.

Voltagem (V)
115/230
115/230
230/460
230/560

220
220
380
380

N° de fases
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3

Material Filtrante
Glassfibre
Glassfibre
Glassfibre
Glassfibre

Glassfibre/Polyester
Glassfibre/Polyester
Glassfibre/Polyester
Glassfibre/Polyester

Nederman

Amperagem (A) Peso (kg) [model]
5,4/2,9 29 12610168
5,4/2,9 29 12610268*
1,75/1,0 29 12610768
1,75/1,0 29 12610868*

2.9 29 12613068
2.9 29 12613268*
0,97 30 12613168
0,97 30 12613368*
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Nederman
NOM 4

[accessory] [partno]
Filtro principal NOM 4 3m2 12373653
HEPA 5,5m2 NOM 4 12373645
!\!, ! Suporte de parede 10504035
Suporte com damper para NOM4 12373705
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NOM 4

Efficiency in (%)

W NOM filter

e

W Centrifugal filler A
W Centrifugal filter B

/ +
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Size of particles (um)

Efficiency of the maifilter for NOM, compared with
typical centrifiigal filters, tested with DOP

%

B

The contaminated air from the process is drawn

into the lower chamber.

The pre-filter separates most of the largest particles and has

a self-draining funetion, and therefore becomes saturated with oil
swhich means that the filier can handle large amonnts of emulsion
The pre-filter is washable,

Filtration efficiency >97,5% for oilmist,

The HEPA filter meets the demands from anthorities

on efficient cleaning. All NOM filters can therefore be

equipped with HEPA filter

The HEPA filter is not washable.

Return drainage pipe. The oil is drained back to a collecting rank
or ta the machine.

Integrated fan

Nederman
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Nederman
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