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Removal of grease and high viscosity material
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112A

112A
 

A high capacity vacuum unit for suction and transportation of grease and other high viscosity material. The material is collected
in a plastic bag for easier discharge. Suction equipment is made for heavy duty work. The container is mounted to the trolley by
brackets.

 

Comes with NE 74 powerhead

Wet cleaning

Vacuuming capacity

Easy handling

This content is protected under copyright law, furnished for informational use only, and subject to change without notice. © Nederman Holding AB

2025-12-04 2/6



112A
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Certificaciones CE

Tipo de filtro Mangas

Número de elementos filtrantes 1

Material filtrante Polyester-teflon

[ItemMaxAirFlow] 318

[ItemNoiselevel] 75.0

[ItemMaxVaccum] -78

 

This content is protected under copyright law, furnished for informational use only, and subject to change without notice. © Nederman Holding AB

2025-12-04 3/6



112A

Models

I t e m  n u m b e r T i p o  d e  m a n g u e r a [ I t e m H V H o s e L e n g t h ] [ I t e m H V H o s e D i a m e t e r ]

42111202 PVC 7,5 51

42111203 PU12 5 38

 Con cepillo y boquerel cónico

Hose types

T i p o  d e
m a n g u e r a

E s p e c i f i c a c i ó n R a n g o  d e
t e m p e r a t u r a ,
° C

A c o p l a m i e n t o s  d e
m a n g u e r a  e n e
e x t r e m o s  l i b r e ,
m a n g u e r a  d e
d i s t r i b u c i ó n

A c o p l a m i e n t o s
d e  m a n g u e r a  e n e
e x t r e m o s  l i b r e ,
m a n g u e r a  d e
e n t r a d a

M a n g u e r a  d e
c o n e x i ó n  e n
e n r o l l a d o r ,
m a n g u e r a  d e
d i s t r i b u c i ó n

M a n g u e r a  d e
c o n e x i ó n  e n
e n r o l l a d o r ,
m a n g u e r a  d e
e n t r a d a

PVC Máximo vacío 84kPa. Radio
de curvatura interior 60mm.
Reforzada con hélice de
acero embebida.

- 20 deg. C. to + 70
Deg. C.

PU12 Adecuada para material
abrasivo. Poliuretano
transparente. Reforzada con
hélice de acero embebida.

- 40 deg. C. -+ 90
Deg. C.
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Accessories

A c c e s s o r y I t e m  n u m b e r

Control S para NE86-96, sin caja de control 43222008

Control S para NE 22-76, sin caja de control 43220026

Control S para NE 22-76 43220001
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Air Powered ejectors All performance data are based on 7 bar supply pressure
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