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NRSZ 3, rotary valves

Continuously empty combustible dust from your dust collector
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Nederman NRSZ 3, rotary valves

NRSZ 3, rotary valves

0 ATEX certified for St1 and ST2 dust.
0 Robust construction.

o Effective air lock between the inlet and outlet provided due to the special rubber blades.

NRSZ3 rotary valve with ATEX certificate St1 and St2
The rotary valve type NRSZ3 is used for continuous emptying of material from the dust collector.

The rotary valve can be used for emptying of several non-adhesive material types. Max. particle size for the NRSZ3is 3x 3 x 10
mm (1x.1x.4in.)
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NRSZ 3, rotary valves

[ProductCertifications] [cel, [ex]
[ProductNoiselevel] <70
[ProductProtectionclass] IP55

[Productinstallation]

[Indoor], [Outdoor]

Material

Galvanised steel plate

[ProductSuitableForCombustableDust] True
[ProductApplication] [dust]
Operating Temperature -20°Cto 40°C
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Nederman

NRSZ 3, rotary valves

Models

73009119

Item no Power voltage (V) Frequency (Hz) No of phases Weight (kg) Power (kW)
w 730088631 230/400 50 3 32 018
* 73009044121
* 730088621 230/400 50 3 018
w 730088641 230/400 50 3 R 018
w 730092271 230/400 50 3 32 018
| 2

] Capacity at 100% filling - 2,3 m3/h
[2] without motor
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Nederman NRSZ 3, rotary valves

Accessories

Accessory Item no

Speed sensor NRS/Z/-3 5507220
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Nederman NRSZ 3, rotary valves
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Dimension inlet NRSZ3
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Dimensions NRS 3
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Nederman NRSZ 3, rotary valves

Atex limitations

Pred max [kPa]
Rotary valve type . Rotation speed max [rpm]
St1 Kst,,, =20 MPa - m/s ‘ St2 Kst,.,"=30 MPa -m/s
NRSZ 3 40 ‘ 40 10
“Kst for organic dust

The combustible dust is described by the parameters:
The linut values of the used class of dust Stl: Ksty,,x=20 MPa-m/s, MIE =13 mJ, MIT =430°C (of a dust cloud).

The limit values of the used class of dust St2: Kstpa=300 MPa-m/s. MIE =2 mJ, MIT >520°C (of a dust cloud).

Leakage

The leakage of the rotary valve during shutdown (S) and during operation (R) depends on the pressure drop over the rotor.
See the chart:
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