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Nederman Magna Track HS

Magna Track HS

Capacity: 1 vehicle per system

Exhaust pipes: High level or Low level tail pipes
High exit speed: up to 25 km/h; 15 mp

For reverse-in (or drive-through)

Optional automatic start/stop device that offers: - Practical control of fan start/stop - Safe
control of air quality (source ventilation automatically starts when vehicle engine starts) -
Simple programming - Approval for radio equipment acc. to EC directives, FCC (USA) and IC
(Canada)

0000

Magnatrack HS er for stasjoner med hgyere frekvens. Sporsystemet handterer ett kjgretay om gangen. Balanseblokken har
konstant lgftekraft. Magnatrack HS er tilgjengelig i lengder fra 3,5 til 18 m (10 til 60 fot), og passer biler med bade lavt og hayt
monterte eksosrar.

Kapasitet: 1 bil per system

Eksosrar: High level eller low level eksosrar

Hay exit-hastighet: opptil 25 km/t - 15 mph

Forrygging (eller 'drive-through'’)

Valgfri automatisk start/stopp-enhet som tilbyr:

-Praktisk styring av viftestart/stopp

-Sikker kontroll av luftkvalitet (kildeventilasjon starter automatisk nar kjgreteyets motor starter)
-Enkel programmering

-Godkjenning for radioutstyr iht, EU-direktivene, FCC (USA) og IC (Canada)
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Nederman Magna Track HS

Magna Track HS

Sertifiseringer CE

This content is protected under copyright law, furnished for informational use only, and subject to change without notice. © Nederman Holding AB

2026-01-16 3/8



Nederman Magna Track HS

Item number Slangediamenter (mm) Slangelengde (m)
T . 208041641 160
T 208042641 160
T . 208043641 160
T . 208044641 160
T 2080456411 160
B 208046641 160
T . 208068641 160
‘"YTE\&' 20801564(2] 130 3
by 20801664[2] 130 4
L [
ii 20801764(2] 160 3
by 20801864(2] 160 4
.
20801964 160 2

[ Inklusive - Styringsskinne (1),monteringsbraketter for 2.4 m avstand (2),statdemper (3),horisontal slange (4),omformer (12)
[2]Inklusive - Skinne (5),balanseblokk (6),vertikalslange (7),elektromagnetisk montering (9),forankringsplate (10),frakoblingsboks (11)
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Nederman

Magna Track HS

Accessories

Accessory Item number
MagnaSystem-munnstykke STD 20802164
MagnaSystem-munnstykke HB 600 20802264
MagnaSystem-munnstykke HB 600 20802364
MagnaSystem-munnstykke HB S00 20802464
Hettemunnstykke HB 600 Magna-system 20814263
Hettemunnstykke HB 6" 600 Magna-system 20814463
Radiosender kjeretay GHz 20376723
Radiomottaker GHz 20376724
Handholdt radiosender GHz 20376725
Programsett for radiosystem 20376726
Slangebeskyttelse 2130/160 (par) 20374428
Forankringsplate,lukker: i3 deler 20371868
Vristgtte,HL-munnstykke (16) 20374364
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Nederman Magna Track HS

Accessories

Accessory Item number

Forlengelsesskaft,HL-munnstykke (17) 20374359

This content is protected under copyright law, furnished for informational use only, and subject to change without notice. © Nederman Holding AB

2026-01-16 6/8



Nederman

Magna Track HS

* NB: Consider compressible hose 1:5

03-05m Min 0.3 m 03-05m Min 0.3 m

~

-5m
-5m

LT

Lenght of No. of brackets
rail, m

35
59

7 4

9.5 4

118 5

153 7

177 9

N.B. The nozzle for high level (HL) exhaust pipes must be installed at a higher level than the exhaust pipe. The nozzle must be pulled
downwards at connection, which will activate the balancer.
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Magna Track HS

Nederman

& NB: Consider compressible hose 1:5

03-0.5m Min 0.3 m

Lenght of rail, No. of brackets
£ m/ft
wn
5 5.9/19.4 3
7/229 4
9.5/31.2 4
11.8/38.7 5
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